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L 1

50.1 mm

23.6 mm

描述 货号     尺寸L1       颜色 色温    流明     功率          显指

Description Part.-No. Length L1 Light colour Colour temp. Luminance Power CRI

MDL T L1200 9100250-1 1200 mm ww 3000 K 1600 lm 20 W >80

MDL T L1200 9100251-1 1200 mm nw 4000 K 1680 lm 20 W >80

MDL T L1200 9100252-1 1200 mm cw 6500 K 1680 lm 20 W >80

MDL T L1350 9100308-1 1350 mm ww 3000 K 1840 lm 23 W >80

MDL T L1350 9100309-1 1350 mm nw 4000 K 1932 lm 23 W >80

MDL T L1350 9100310-1 1350 mm cw 6500 K 1932 lm 23 W >80

MDL T L1500 9100253-1 1500 mm ww 3000 K 2240 lm 28 W >80

MDL T L1500 9100254-1 1500 mm nw 4000 K 2352 lm 28 W >80

MDL T L1500 9100255-1 1500 mm cw 6500 K 2352 lm 28 W >80

MDL T L1700 9100256-1 1700 mm ww 3000 K 2520 lm 31,5 W >80

MDL T L1700 9100257-1 1700 mm nw 4000 K 2646 lm 31,5 W >80

MDL T L1700 9100258-1 1700 mm cw 6500 K 2646 lm 31,5 W >80

MDL T L1200 9100259-1 1200 mm fresh meat * 1540 lm 20 W 85

MDL T L1350 9100311-1 1350 mm fresh meat * 1771 lm 23 W 85

MDL T L1500 9100260-1 1500 mm fresh meat * 2195 lm 28,5 W 85

MDL T L1700 9100261-1 1700 mm fresh meat * 2426 lm 31,5 W 85

* outside of blackbody curve

工作电压 Voltage 24 VDC (± 5%)

尺    寸 Length 1200 / 1350 / 1500 / 1700 mm

色    温 Colour temperature 3000 / 4000 / 6500 K / fresh meat

显色指数 Colour rendering CRI >80 / CRI 85

透镜技术 Lense technology Canopy lense 

LED规格 LED type SMD 2835 / 3 SDCM

防护等级 Ingress protection IP54

寿    命 Lifetime 30.000h L80 @ 10°C

MDL-T 系列 Type

MDL-T 系列 TYPE
配光曲线图
Photometric distribution

M D L  S e r i e s

l i n e a r  L E D  s o l u t i o n s

根据产品公差，参数可能有所变化。保留技术更改。
Technical variations possible, based on production tolerances. Technical changes reserved.  
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w a r m  w h i t e
n e u t r a l  w h i t e
c o ld   w h i t e

ÂÂ最先进的透镜技术确保所有的产品都得到均衡的照明，甚至产品
的背面也可以完全照亮。
State-of-the-art lens technology ensures that the products are 
evenly lit, right to the back of the display.

ÂÂ最大的节能和最大的光强
Maximum energy efficiency and maximum light intensity

ÂÂ为冷冻新鲜产品特别设计的颜色性能
Specially designed colour performance for refrigerated fresh 
goods 

ÂÂ极低的能耗，恰当的照明 
Very low energy consumption while providing light in the right place 

ÂÂ持久稳定的热管理 
Long-lasting, stable heat management 

应用 / Application 
横式安装的MDL灯对多层货架的冷柜以及玻璃面的冷柜提供理想
均匀的灯光照明。
The horizontal shelf lighting provides ideal and even lighting for 
displays in both refrigerated shelving units with multiple levels and 
glass-fronted cooling appliances. 

灯光色彩 / Lightcolours 
MDL系列能使盒装的肉制品，奶酪制品和乳制品展示出特别理想
的灯光效果，其均衡的照度使地食品的各种纹理色彩得到真实呈
现。
The MDL series creates the ideal colour effect for wrapped meat, 
cheese and displays of dairy products, emphasising and enhancing 
the various colour textures of the food products equally authentic. 

安装附件 / Accessories 
采用螺丝或双面胶
Easy mounting through screw.

ÂÂ更多安装附件，请看第44页 
For more accessories, see page 44

安规标准 / Standards
EN 55015 / EN 61547 / EN 62031-1, A1, A2 / EN 62471-1, A1

MDL-H 横式安装 
Horizontal Type

M D L  系列

  线性灯的解决方案
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L1

21.5 mm 12.5 mm

14.5 mm

工作电压 Voltage 24 VDC (± 5%)

尺    寸 Length 600 / 900 / 1200 / 1500 mm

色    温 Colour temperature 3000 / 4000 / 6500 K / fresh meat 

显色指数 Colour rendering CRI >80 / CRI 85

透镜技术 Lense technology 95° Batwing

LED规格 LED type SMD 2835 / 3 SDCM

防护等级 Ingress protection IP54

寿    命 Lifetime 30.000h L80 @ 10°C

MDL-H 系列 Type

MDL-H 系列 TYPE
配光曲线图
Photometric distribution

描述 货号     尺寸L1       颜色 色温    流明     功率          显指

Description Part.-No. Length L1 Light colour Colour temp. Luminance Power CRI

MDL H L600 9100150-1 600 mm ww 3000 K 460 lm 5,7 W >80

MDL H L600 9100151-1 600 mm nw 4000 K 480 lm 5,7 W >80

MDL H L600 9100152-1 600 mm cw 6500 K 480 lm 5,7 W >80

MDL H L900 9100153-1 900 mm ww 3000 K 690 lm 8,7 W >80

MDL H L900 9100154-1 900 mm nw 4000 K 720 lm 8,7 W >80

MDL H L900 9100155-1 900 mm cw 6500 K 720 lm 8,7 W >80

MDL H L1200 9100156-1 1200 mm ww 3000 K 920 lm 11,5 >80

MDL H L1200 9100157-1 1200 mm nw 4000 K 965 lm 11,5 >80

MDL H L1200 9100158-1 1200 mm cw 6500 K 965 lm 11,5 >80

MDL H L1500 9100159-1 1500 mm ww 3000 K 1150 lm 14,5 >80

MDL H L1500 9100160-1 1500 mm nw 4000 K 1210 lm 14,5 >80

MDL H L1500 9100161-1 1500 mm cw 6500 K 1210 lm 14,5 >80

MDL H L600 9100162-1 600 mm fresh meat * 390 lm 5,7 W 85

MDL H L900 9100163-1 900 mm fresh meat * 610 lm 8,7 W 85

MDL H L1200 9100164-1 1200 mm fresh meat * 805 lm 11,5 W 85

MDL H L1500 9100165-1 1500 mm fresh meat * 1015 lm 14.5 W 85

* outside of blackbody curve

M D L  S e r i e s

l i n e a r  L E D  s o l u t i o n s

根据产品公差，参数可能有所变化。保留技术更改。
Technical variations possible, based on production tolerances. Technical changes reserved.  
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w a r m  w h i t e
n e u t r a l  w h i t e
c o ld   w h i t e

ÂÂ最先进的透镜技术确保所有的产品都得到均衡的照明，甚至产品
的背面也可以完全照亮。
State-of-the-art lens technology ensures that the products are 
evenly lit, right to the back of the display.

ÂÂ最大的节能和最大的光强
Maximum energy efficiency and maximum light intensity

ÂÂ为冷冻新鲜产品特别设计的颜色性能
Specially designed colour performance for refrigerated fresh 
goods 

ÂÂ极低的能耗，恰当的照明 
Very low energy consumption while providing light in the right place 

ÂÂ持久稳定的热管理 
Long-lasting, stable heat management 

应用 / Application 
立式安装的MDL灯均匀地照亮玻璃门柜前面的货架，无刺眼反光。
The vertical positioning of the MDL-V type illuminates the front of the 
shelf side evenly, without creating any irritating light reflections in the 
glass door.

灯光色彩 / Lightcolours 
MDL系列能使盒装的肉制品，奶酪制品和乳制品的展示出特别理
想的灯光效果，其均衡的照度使地食品的各种纹理色彩得到真实
呈现。
The MDL series creates the ideal colour effect for wrapped meat, 
cheese and displays of dairy products, emphasising and enhancing 
the various colour textures of the food products equally authentic. 

安装附件 / Accessories 
采用螺丝或双面胶
Easy mounting through screw.

ÂÂ更多安装附件，请看第44页 
For more accessories, see page 44

安规标准 / Standards
EN 55015 / EN 61547 / EN 62031-1, A1, A2 / EN 62471-1, A1

MDL-V-L/R 立式安装 左/右 Type 
Vertical-Left/right

M D L  系列

  线性灯的解决方案
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L1

21.5 mm 12.5 mm

14.5 mm

MDL-V-L/R 系列 TYPE
配光曲线图
Photometric distribution

工作电压 Voltage 24 VDC (± 5%)

尺    寸 Length 1200 / 1350 / 1500 / 1700 mm

色    温 Colour temperature 3000 / 4000 / 6500 K / fresh meat 

显色指数 Colour rendering CRI >80 / CRI 85

透镜技术 Lense technology 60° Batwing

LED规格 LED type SMD 2835 / 3 SDCM

防护等级 Ingress protection IP54

寿    命 Lifetime 30.000h L80 @ 10°C

MDL-V-L/R 系列 Type

描述 货号     尺寸L1       颜色 色温    流明     功率          显指

Description Part.-No. Length L1 Light colour Colour temp. Luminance Power CRI

MDL VL L1200 9100102-1 1200 mm ww 3000 K 920 lm 11,5 W >80
MDL VL L1200 9100103-1 1200 mm nw 4000 K 965 lm 11,5 W >80
MDL VL L1200 9100104-1 1200 mm cw 6500 K 965 lm 11,5 W >80
MDL VL L1350 9100105-1 1350 mm ww 3000 K 1100 lm 14 W >80
MDL VL L1350 9100106-1 1350 mm nw 4000 K 1150 lm 14 W >80
MDL VL L1350 9100107-1 1350 mm cw 6500 K 1150 lm 14 W >80
MDL VL L1500 9100108-1 1500 mm ww 3000 K 1280 lm 16 W >80
MDL VL L1500 9100109-1 1500 mm nw 4000 K 1340 lm 16 W >80
MDL VL L1500 9100110-1 1500 mm cw 6500 K 1340 lm 16 W >80
MDL VL L1700 9100111-1 1700 mm ww 3000 K 1480 lm 18,5 W >80
MDL VL L1700 9100112-1 1700 mm nw 4000 K 1550 lm 18,5 W >80
MDL VL L1700 9100113-1 1700 mm cw 6500 K 1550 lm 18,5 W >80
MDL VL L1200 9100114-1 1200 mm fresh meat * 805 lm 11,5 W 85

MDL VL L1350 9100115-1 1350 mm fresh meat * 980 lm 14 W 85

MDL VL L1500 9100116-1 1500 mm fresh meat * 1120 lm 16 W 85
MDL VL L1700 9100117-1 1700 mm fresh meat * 1295 lm 18,5 W 85
MDL VR L1200 9100118-1 1200 mm ww 3000 K 920 lm 11,5 W >80
MDL VR L1200 9100119-1 1200 mm nw 4000 K 965 lm 11,5 W >80
MDL VR L1200 9100120-1 1200 mm cw 6500 K 965 lm 11,5 W >80
MDL VR L1350 9100121-1 1350 mm ww 3000 K 1100 lm 14 W >80
MDL VR L1350 9100122-1 1350 mm nw 4000 K 1150 lm 14 W >80
MDL VR L1350 9100123-1 1350 mm cw 6500 K 1150 lm 14 W >80
MDL VR L1500 9100124-1 1500 mm ww 3000 K 1280 lm 16 W >80
MDL VR L1500 9100125-1 1500 mm nw 4000 K 1340 lm 16 W >80
MDL VR L1500 9100126-1 1500 mm cw 6500 K 1340 lm 16 W >80
MDL VR L1700 9100127-1 1700 mm ww 3000 K 1480 lm 18,5 W >80
MDL VR L1700 9100128-1 1700 mm nw 4000 K 1550 lm 18,5 W >80
MDL VR L1700 9100129-1 1700 mm cw 6500 K 1550 lm 18,5 W >80
MDL VR L1200 9100130-1 1200 mm fresh meat * 805 lm 11,5 W 85
MDL VR L1350 9100131-1 1350 mm fresh meat * 980 lm 14 W 85
MDL VR L1500 9100132-1 1500 mm fresh meat * 1120 lm 16 W 85
MDL VR L1700 9100133-1 1700 mm fresh meat * 1295 lm 18,5 W 85
* outside of blackbody curve

M D L  S e r i e s

l i n e a r  L E D  s o l u t i o n s

根据产品公差，参数可能有所变化。保留技术更改。
Technical variations possible, based on production tolerances. Technical changes reserved.  
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w a r m  w h i t e
n e u t r a l  w h i t e
c o ld   w h i t e

ÂÂ最先进的透镜技术确保所有的产品都得到均衡的照明，甚至产品
的背面也可以完全照亮。
State-of-the-art lens technology ensures that the products are 
evenly lit, right to the back of the display

ÂÂ最大的节能和最大的光强
Maximum energy efficiency and maximum light intensity

ÂÂ为冷冻新鲜产品特别设计的颜色性能
Specially designed colour performance for refrigerated fresh 
goods 

ÂÂ极低的能耗，恰当的照明 
Very low energy consumption while providing light in the right place 

ÂÂ持久稳定的热管理 
Long-lasting, stable heat management 

应用 / Application 
MDL-C可以安装在狭窄的门框上。由于创新的蝠翼透镜技术,灯光
可以均匀的照亮货架正面的两侧。 
The slimline „Center“ lighting is almost invisible once it is in position, 
even when the middle bar of the door is particularly narrow. Thanks 
to innovative batwing lens technology, the light is transferred evenly 
to both sides of the shelf front. 

灯光色彩 / Lightcolours 
MDL系列能使盒装的肉制品，奶酪制品和乳制品展示出特别理想
的灯光效果，其均衡的照度使地食品的各种纹理色彩得到真实呈
现。
The MDL series creates the ideal colour effect for wrapped meat, 
cheese and displays of dairy products, emphasising and enhancing 
the various colour textures of the food products equally authentic.

安装附件 / Accessories 
采用螺丝或双面胶
Easy mounting through screw.

ÂÂ更多安装附件，请看第44页 
For more accessories, see page 44

安规标准 / Standards
EN 55015 / EN 61547 / EN 62031-1, A1, A2 / EN 62471-1, A1

MDL-V-C 立式安装 中间 
Vertical Center Type

M D L  系列

  线性灯的解决方案
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L1

43 mm 19.2 mm

48.2 mm

MDL-V-C 系列 TYPE
配光曲线图
Photometric distribution

工作电压 Voltage 24 VDC (± 5%)

尺    寸 Length 1200 / 1350 / 1500 / 1700 mm

色    温 Colour temperature 3000 / 4000 / 6500 K / fresh meat 

显色指数 Colour rendering CRI >80 / CRI 85

透镜技术 Lense technology 60° Batwing

LED规格 LED type SMD 2835, 3 SDCM

防护等级 Ingress protection IP54

寿    命 Lifetime 30.000h L80 @ 10°C

MDL-V-C 系列 Type

描述 货号     尺寸L1       颜色 色温    流明     功率          显指

Description Part.-No. Length L1 Light colour Colour temp. Luminance Power CRI

MDL VC L1200 9100134-1 1200 mm ww 3000 K 1840 lm 23 W >80

MDL VC L1200 9100135-1 1200 mm nw 4000 K 1930 lm 23 W >80

MDL VC L1200 9100136-1 1200 mm cw 6500 K 1930 lm 23 W >80

MDL VC L1350 9100137-1 1350 mm ww 3000 K 2200 lm 28 W >80

MDL VC L1350 9100138-1 1350 mm nw 4000 K 2300 lm 28 W >80

MDL VC L1350 9100139-1 1350 mm cw 6500 K 2300 lm 28 W >80

MDL VC L1500 9100140-1 1500 mm ww 3000 K 2560 lm 32 W >80

MDL VC L1500 9100141-1 1500 mm nw 4000 K 2680 lm 32 W >80

MDL VC L1500 9100142-1 1500 mm cw 6500 K 2680 lm 32 W >80

MDL VC L1700 9100143-1 1700 mm ww 3000 K 2960 lm 37 W >80

MDL VC L1700 9100144-1 1700 mm nw 4000 K 3100 lm 37 W >80

MDL VC L1700 9100145-1 1700 mm cw 6500 K 3100 lm 37 W >80

MDL VC L1200 9100146-1 1200 mm fresh meat * 1610 lm 23 W 85

MDL VC L1350 9100147-1 1350 mm fresh meat * 1960 lm 28 W 85

MDL VC L1500 9100148-1 1500 mm fresh meat * 2240 lm 32 W 85

MDL VC L1700 9100149-1 1700 mm fresh meat * 2590 lm 37 W 85

* outside of blackbody curve

M D L  S e r i e s

根据产品公差，参数可能有所变化。保留技术更改。
Technical variations possible, based on production tolerances. Technical changes reserved.  


